
Safety first - 
The Fluid Manager®

You operate - we calculate

Straightforward, simple and safe fluid management
as a stand-alone solution • Significantly improved
efficiency thanks to "Best Flow" automatic instru-
ment detection

Hysteroscopy
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The Fluid Manager®

Hystero pump II 2222 + fluid monitoring module 2223
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The Fluid Manager®

Complete system comprising:

Hystero pump II (2222.001) and Fluid

monitoring module (2223.001), 

100-230 V a.c., 50/60 Hz ........2222.023

with CAN bus interface ..............2222.323

Hystero pump II 

incl. tube set, silicone, re-usable (8170.223)

and power cable (2440.03), 

100-230 V a.c., 50/60 Hz ........2222.001

with CAN bus interface ..............2222.101

Fluid monitoring module 

comprising:

Deficit display, mobile stand with scales and

rings to accommodate up to 5 suction con-

tainers, device console, splash protection,

support beam 

for bags ..................................2223.001

Further accessories:

Tube set,

silicone, reusable ......................8170.223

Tube set,

with two piercing thorns, sterile,  

disposable (pack of 10) ............4170.223

Tube set,

with safe-lock connector, sterile 

disposable (pack of 10) ............4170.224

Membrane  

with strap for pressure chamber 

disposable (pack of 10) ............8170.231

Suction container, 3l, 

disposable (pack of 2) ..............2215.971

Suction container, 3l, 

autoclavable ............................8170.981

Ring 

to support 2215.971 

(supplied with 2223.001) ......64330.284

Fluid collecting apron, 

sterile, disposable 

(pack of 5) ..............................4170.910

also:

Tube set,

Outlet, sterile, disposable 

(pack of 10) ............................4170.901

Compact, clear arrangement of all system

components as a stand-alone solution

Microprocessor-controlled irrigation pump

2222 for hysteroscopy, optional with fluid

monitoring module 2223 for intraopera-

tive fluid management

"Best Flow"

Automatic instrument detection to opti-

mize pressure and flow characteristics,

particularly in small-lumen instruments

In difficult viewing conditions:

"High-Flow" mode (500 ml/min)

"High-Pressure" mode (80-150 mmHg)

Deficit display

Hystero pump II 2222
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